FLow DIRECTION

REDUCED PRESSURE PRINCIPLE
BACKFLOW PREVENTER

NOTE: THIS VALVE WILL BE
CLOSED DURING PRESSURE TEST.

Backflow Device A
47 6’ 3”
6” 9’
8” 11°2”
Water Main Size B
o 7
8” 19”
12> 227 WYE STRAINER
16 26"
247 327

EXISTING END OF
LINE VALVE

90° F/F BEND W/ 3/4" TAP FOR

\ DISINFECTANT WATER SUPPLY

GATE VALVE F/F

\ (OPTIONAL)

12" MIN

NOTE: THIS VALVE WILL BE
CLOSED DURING DISINFECTANT
INJECTION AND MUST BE OPEN
DURING PRESSURE TEST.

LENGTH AS REQUIRED

/ FLANGE DIP SECTION
\\ 90° FLANGE BASE BEND

/ TAP FOR DISINFECTANT INJECTION
AND PRESSURE TEST

I

F/PE DIP SECTION 0OR F/PE
REDUCER

T e

EXISTING WATER LINE /
U / T LI

BRACING AS
REQURIED

/

i N/

RoMAC 501 COUPLING
OR EQUAL

Water Main Size Min Backflow Min End of Line
Device Size Blowoff
>
25"
¥
&

NoTE: ALL PIPE INSTALLED
BETWEEN THE EXISTING
WATER LINE AND THE RP
SHALL BE RESTRAINED
JOINT PIPE.

CITY OF SALISBURY, N.C.

STANDARD DETAIL

DATE: OCTOBER 17, 2006

BY-PASS BACKFLUOW PREVENTIUN DEVICE
FOR FILLING NEW LINES

NOT TO SCALE

STANDARD W-13




